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(57) Abstract: The invention relates to a unidirectional 
lighting device (10) for illuminating objects and/or for 
marlang lanes, preferably in the aiiport area. Said de- 
vice comprises a base (20) having an external housing 
(22) for placing and fastening the lighting device (10) 
and optical components which comprise at least one light 
source (32), one reflector (34) and one front glass (36) 
and winch produce a light beam along an optical axis 
(O). The external housing (22) does not consist of metal 
and the optical components (32, 34, 36) are disposed in 
an optical module (30) to be added on to the base (20) 
thereby providing a lighting device (10) which is easy to 
maintain. 

(57) Zusanunenfassung: Die Erfindung betrifft eine 
umdirektionale Leuchtvoirichtung (10) zum Beleuchten 
von Objekten und/oder Markieren von Fahr-bahnen 
vorzugsweise im Flughafenbereich, mil einem ein 
Au-Bengehause (22) aufweisenden Grundkoroer (20) 
zum Aufstellen und Befestigen der Leuchtvoirichtung 

RefleSr^^^f 16 " 8 6iner Ucht 1™»* (32), einen 
Reflektor (34) und e,n Front-glas (36) umfassenden 

ff" Komponenten zum Erzeugen ei-nes 

Uchtbundels langs einer optischen Achse (O). Indem 

das AuBengehause (22) nichtmetallisch ausgebildet ist 

und die op-tischen Komponenten (32, 34, 36) in einem 

an den Grundkoiper (20) ansetzbaren Optikmodul (30) 

angeordnet sind, wird die Wartungsfreundlichkeit einer 

V^ 1 28 Leuchtvoirichtung (10) eitioht. 
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